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FOR COATINGS. RESINS AND RELATED MATERIALS

{Approved by U.S Department of Labor “Essentially Similar” to Form OSHA-20}
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. Section|

m—

MANUFACTURER'S NAME

WORNOW PROCDUCTS - HYSOL DIVISION - THE DEXTER CORPORATION 32(0
STREET ADDRESS . CITY, STATE. AND ZIP CODE » fM
15051 E. Don Julian Road : Industry, California 91744 ?

EMERGENCY TELEPHONE NO. j .' _ o . C o o .'_ \-ﬂ,bé § ; {#4&/‘ 7( ,/)
(213) 968-6511 e . : . / . J 0

PRODUCT CLASS ‘ ’ MANUFACTURERSCODEIDENTIFICATIO J" = el ” :

‘ CAT-L-INK No. 50~ 1003@74/{1/{.. f))/ﬁf/?g//,a,
TRADE NAME N /
L Sectionlll — HAZARDOUS INGREDIENTS
. ) TV VAPOR .
INGREDIENT PEROENT oo . LEL PRESSURE
Cellosolve Acetate B .. 1 5-10 100 -|° 540 1.7% 1.2 mm Hg
' . : _ ' " @ 20°C
Carbitol Acetate o o 5~ 10
p. P. M. Solvent ' . o s5-10 '
®
_ Section lll — PHYSICAL DATA
soiLING RaNGE 320 to 370F VA onaoen.snv XXwueavier. [:]uGHTER THAN AIR
EVAPORATION RATE D FASTER SLOWE;"!.THAN ETHER ‘ SsigEﬁL\éOLATILE ) \gﬂng;ER Spe01fi03Grav1ty
1.3
Section IV — FIRE AND EXPLOSION HAZARD DATA

DOT CATEGORY o ' . FLASH POINT \J_Qfgib‘ N ter 1.7%
EXTINGUISHING MEDIA

Carbon dioxide, dry chemlcal or foam -

UNUSUAL FIRE AND EXPLOSION HAZARDS N
Do not store or mix with strong oxidants

- ~ AL FIRE FIGHTING PROCEDURES

BOE-C6-0204847




.’-":,;'-—"-' Dy '_ SCCVUOU V-~ HEALTH HAZARD DATA
mnzswo;ouunvuus 160 pprh 540 mg/Kg

tﬂ‘tC!SOFOvEREXPOSURE
ation of high concentrations may have results ranoirg from milld depression to cenvulsi D
aoss of consciousness.. lMay cause skin rash and lrritation to sensitive people.

FMERGENCY AND FIRST AID PROCEDURES

EYE CONTACT:  Remove excess immediately, then flush eyes with running water ror 10 to 15 minute
Repeat if necessary. If discomfort persist, consult physmian. _

SKIMN CCMTACT: Remove excess, then wash with scap and water. -

INHALATION: Remove to fresh air ard consult physician. Administer oxygen 1if breath_'ug is

— ‘: smess.

" Section VI — REACTIVITY DATA
s1aBiLTY [ ] UNSTABLE STABLE conoitionsToavolo  High temperatures and open flanmss.
INCOMPATABILITY (Materials toavoid)  0xidizing agents. , '
HAZARDOUS DECOMPOSITION PRODUCTS : ' .

'hermal decomposition may produce carbon dloxide and carbon monoxide.

MAZARDOUS POLYMERIZATION [ ] MAYoccur  [X] wiLL NOT OCCUR
CONDITIONS TO AVOLD

.
-

_ Section VIl — SPILL OR LEAK PROCEDURES
lE‘ITEPS‘I'O BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED . B
Remove ignition sources, provide adequate ventllation. Cover spill with absorbent material and

remove to waste container. T _ . _
ve.cre DISFOSAL METHOD : e —— R ' &R
|

ld be in accordance with federal state and local envu-or\'rental control re"ulaHons By

Section Vill — SPECIAL PF‘OTI:CT! N INFORIGATION

IESPIRATORY PROTECTION
Chemical cartridge respirators (Coafo—G.fIA type) hydrocarbon vapor camster, air-supplled ask
in ccn.fined areas with poor ventilaticn system. - ,

—— - S g e ——a R ; S

!ENTILA‘I’ION . - ) - -

3ood ventilation system to maantam vapcr concentration belcw TLV. Local exhaust: face velocit
60 fpm. Have respirator available should ventilaticn system faiil - .
ROTECTIVE GLOVES  Hydro-carbon insoluble rubber or plastic o . '
VEPROTECTION  chemical goggles or face splash shield

THER PROTECTIVE EQUIPMENT  hydro-carcen insoluble apron, eye wash, safety shower.

SectionIX — SPECIAL PRECAUTIONS - - -

)RECAUTIONS TO BE TAKEN IN HANDLING AND STORING
Store in clcsed containers in'a cool dry area away ﬁr-on heat and open I‘lames. Use with

idequate ventilation. !
WHER PRECAU‘HONS -

\void prolonoed or repeated breathing of vapors or contact with skin.

o o 0
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Section |

MANUFACTURER'S NAME i '

WORNOW PRODUCTS - HYSOL DIVISION - THE DEXTER CORPORATION (é{(
STREET ADDRESS CITY, STATE,AND Zi1P CODE %$

15051 E. Don Julian Road Industry. California 91744 /M

EMERGENCY TELEPHONE NO. ’ ) . .. ﬁ

(213) 968-651 '
" PRODUCT CLASS . . MANUFACTURERS CODE IDENTIFICATION

' Catalyst 20 -
ITRADENAME
Section Il — HAZARDOUS INGREDIENTS
‘ ' TW VAPOR

INGREDIENT . PERCENT pPM ma/M LEL PRESSURE
2-butoxy ethanol , 120 - 40 50 | 240 0.6 mm @ :

Section Il — PHYSICAL DATA

BOILING RANGE 171 to 333C o VAPOR DENSITY @ HEAVIER, D LIGHTER, THAN AIR
. . _ . , 4.07
EVAPORATION RATE D FASTER SLbWER.THAN ETHER g5F\!{gEUL\éOLATILE ) wsleg:lpea Spec 1flc Grav]_ty
GALL

O9jt

Section IV — FIRE AND EXPLOSION HAZARD DATA

oorCAT,E_donV - FuasHPoNT  141F (Closed Cup) LEL

EXTINGUISHING MEDIA
Carbon dioxide, dry chemical, foam.

UNUSUAL FIRE AND EXPLOSION HAZARDS
Mnderate when exposed to heat or flame,

> «=uIAL FIRE FIGHTING PROCEDURES

BOE-C6-0204849




Section V — HEALTH HAZARD DATA

THAESHOLD LIMIT VALUE 50 ppm

€FFECTS OF OVEREXPOSURE ’ _
Repeated or prolonged exposure may result in skin irritation. 0

EMERGENCYANDFIRSTAIDPROCEDURES

SKIN CONTACT: Flush with plenty of water, then wash with soap and water.

EYE CONTACT: g%;ggcirggedlately with running water for 10 to 15 minutes. Consult
INHALATION: Remove to fresh air, keep patient quiet and warm.

Section VI — REACTIVITY DATA

stasiity  [_Junstaste  [X] staBLE conoimonsToavolo. High temperatures & open flames.

INCOMPATABILITY (Materials to avoid) Strong 0x1dlZing agents
HAZARDOUS DECOMPOSITION PRODUCTS
Thermal decomposition may produce carbon monoxide, carbon dioxide and oxides of

nitrogen.
HAZARDOUS POLYMERIZATION [ ] Mavoccur  [X] wiLL NOT OCCUR
CONDITIONS TO AVOID

Section Vil — SPILL OR LEAKPROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED
Cover with absorbent material and remove to waste container. Avoid sparks and

open flames. Provide adequate ventilation.

WASTE DISPOSAL METHOD
Bury in approved land £ill or incinerate in furnace.

Section VIil — SPECIAL PROTECTION INFORMATION

HESPIRATORY PROTECTION
Organic canister mask or air-pack in closed confmed areas wrt:h poor ventllatlon.

i
i

VENTILATION

gogg ventllation system. Have respirators available should ventilation system
a . . |

Paorecnvecu’)vss Plastic or rubber ' v 1

!

EYE PROTECTION Safety glasses.
OTHER PROTECTIVE EQUIPMENT Protective apron, eye wash and safety shower

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING .
Store in closed containers in a cool, dry area. Avoid heat and open flames.

OTHER PRECAUTIONS
Avoid prolonged or repeated breathing of vapors or contact with skin.

BOE-C6-0204850



